
SPRAY BALL
Bolt Cleaning Ball & 
Bolted Rotary Cleaning Ball

Spray balls are used in the 
pharmaceutical and food industries 
to facilitate the regular cleaning of 
tank and piping. They allow the tanks 
to be cleaned by dousing the interior 
surfaces with high-velocity jets of hot 
water and/or chemicals. This process 
is called Clean-In-Place or CIP. 

All of our spray balls are 
manufactured in high quality —and 
we stock several standard designs for 
immediate delivery.

ROTARY 
SPRAY BALL

FIXED
SPRAY BALL

360度旋轉式 固定式

79 SPRAY BALL



SIZE øA øB øC L
3/4" 19.05 25.0 22.5 84.0 
1" 25.4 45.0 29.0 149.0 

1.5" 38.1 52.5 41.5 152.0 
2" 50.8 64.5 54.5 173.0 

UNIT:mm

 FIXED SPRAY BALL

 ROTARY SPRAY BALL

80Spray Ball

SIZE øA øB L
1"(ø53) 25.80 53.0 71.5

1.2"(ø63.5) 32.20 63.5 85.7
1.5"(ø65) 385.0 65.0 89.0
2"(ø76) 51.2 76.2 97.9

2.5"(ø100) 63.8 100.0 130.0

UNIT:mm
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PIN for 2"-2.5" PIN for 1"-1.5"

PIN for 1"-2" PIN for 3/4"
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